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afe / Fail S

ecure Field A
djustm
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A
ll operations are perform

ed w
ith the strike in the upright position

1) R
em

ove the back cover and coil as
show

n. (3-screw
s).  R

em
ove tw

o 1/8”
back case
(A) Screw

s, rem
ove coil assem

bly screw.
(B) R

em
ove back cover &

coil assem
bly.

B
ack

C
ase

S
crew

s
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side up
Latch

Tail

S
pring

C
orrect
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S
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H
old

S
lider

in 
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A
lign S

lider
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lider
G

uard

P
ull out
Latch

P
in

Insert
A

ssem
bly

P
in and

push up

H
anding
Label

C
oil

A
ssem

bly

C
oil

A
ssem
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S

crew
P

ull out
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Fail
S
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Fail
S
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R
em

ove
S
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uard

P
osition

S
lider G
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(tabs m

ust go
into slots)

Fail S
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Indication

B
ack

C
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2) Insert assem
bly pin (provided) to rem

ove
latch pin & latch.  N

ote:
The slider should fall

thru the strike body after latch is rem
oved

(rem
ove) slider & slider guard.

3) To change the action,rem
ove the slider

from
 the fram

e and reverse its ends.
D

eterm
ine handing, and top of strike.  Position

slider guard as show
n.  N

ote: Tabs of slider
guard m

ust fit into slots in case w
ith very loose

fit to change action.

4) Place the slider back in the fram
e w

ith
the fail safe end up by the coil.  W

ith
slider guard in position insert slider from
the top, fail safe side up (as show

n).

5) To service spring, using replacem
ent kit.

R
em

ove assem
bly pin from

 latch, releasing
spring.  Insert replacem

ent spring, positioned
as illustrated.  H

old spring in position, place
assem

bly pin through latch and spring hole.

6)Align slider tabs under slider guard, as
show

n.  H
old slider in position w

ith finger from
back of case.
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7) R
oll the Latch back into cavity m

aking
sure the spring tail goes thru the hole in
the side of the case as show

n.

8) From
 the top insert latch pin, pushing

assem
bly pin out.  Latch is now

 free to open
9) C

heck the action of the slider to m
ake

sure the slider can m
ove up & dow

n freely.

11) C
heck slider action.  M

ake sure slider is
free to m

ove up & dow
n w

ith no resistance.
12) Thread w

ires thru cover as show
n.

R
eplace back cover: R

eplace tw
o 1/8”

screw
s and tighten.

10) R
eplacing coil assem

bly.
N

ote:
Slider m

ust be in position betw
een

brackets of coil assem
bly.

N
ote: Position w

ires thru slot tow
ard front of

the strike.  The coil m
ust be flush to case

before securing w
ith 1/4” screw.
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