* The Anchor System
PATENTED provides up to six
ANCHORING additional points of
SYSTEM contact for the toughest
. - @ installations. i
* 4 or 6 Pin system 0
included in every
4800 series strike. E * The 4850 can have
a total 8 points of
* Prevents strike from connection between
shifting on the frame E 0 the frame and strike for
for the most secure maximum strength.
installation. @
) * Anchoring pins are
* Two center pins on .128” diameter. A #30
.4850 sqgge_sted for_ drill bit is recommended.
installs in high traffic
locations. o
* % * %
J THE CONFIGURATION IS YOUR CHOICE
n n
4800 Series Accessories
MWH-5
REMOVABLE MULLION WIRE HARNESS FOR 4800 SERIES ELECTRIC STRIKES
Contains:
* (1) 5’ Wire for mullion with male/female connectors. * (4) Wire caps
* (1) Male connector & (1) Female connector. * (1) Wire tie

* (1) Mullion cap, & (1) Wire adhesive.

4850-AK: ACCESSORIES KIT

Contains:
* (1) Fail safe plunger with spring & (1) Fail safe cam.
* (6) Anchoring pins. * (1) Wire connector * (2) Wire caps

* (2) 1/4-20 x 1” UH Cap socket mounting screws

4800-AK: ACCESSORIES KIT

Contains:
* (1) Fail safe plunger with spring
* (4) Anchoring pins. * (1) Wire connector * (2) Wire caps

* (2) 1/4-20 x 1” UH Cap socket mounting screws

4800-SS: TWO 1/16” SPACER PLATES IN 32D

4800-SS-DKBZ: TWO 1/16” SPACER IN DARK BRONZE 613E
Fits all 4800 Series Electric Strikes

4850-SS: 1/4” SPACER PLATE IN 32D

4850-SS-DKBZ: 1/4” SPACER IN DARK BRONZE 613E
Fits all 4800 Series Electric Strikes
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